§150.521

§150.521 What records are required?

(a) The operator must maintain a
record of each test and inspection
under §150.520 on the deepwater port, or
in the operator’s principal office in the
case of an unmanned deepwater port,
for at least 2 years.

(b) The record must show:

(1) The date of each test and inspec-
tion;

(2) The number or other identifica-
tion of each fire extinguisher or system
tested or inspected; and

(3) The name of the person who con-
ducted the test or inspection and the
name of the company that person rep-
resents.

MISCELLANEOUS OPERATIONS

§150.530 What may the fire main sys-
tem be used for?

The fire main system may be used
only for firefighting and deck washing,
unless it is capable of being isolated
and can provide the applicable min-
imum pressures required in §149.416 of
this chapter.

§150.531 How many fire pumps must
be kept ready for use at all times?

At least one of the fire pumps re-
quired by this subchapter must be kept
ready for use at all times.

§150.532 What are the requirements
for connection and stowage of fire
hoses?

(a) At least one length of fire hose,
with a combination nozzle, must be
connected to each fire hydrant at all
times. If it is exposed to the weather,
the fire hose may be removed from the
hydrant during freezing weather.

(b) When not in use, a fire hose con-
nected to a fire hydrant must be
stowed on a hose rack.

(c) The hydrant nearest the edge of a
deck must have enough fire hose length
connected to it to allow 10 feet of hose,
when pressurized, to curve over the
edge.

§150.540 What are the restrictions on
fueling aircraft?

If the deepwater port is not equipped
with a permanent fueling facility, the
Captain of the Port’s approval is nec-
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essary before aircraft may be fueled at
the port.

§150.550 What are the requirements
for the muster list?

(a) A muster list must be posted on
each pumping platform complex.

(b) The muster list must:

(1) List the name and title of each
person, in order of succession, who is
the person in charge of the pumping
platform complex for purposes of su-
pervision during an emergency;

(2) List the special duties and duty
stations for each person on the pump-
ing platform complex, in the event of
an emergency that requires the use of
equipment covered by part 149 of this
chapter; and

(3) Identify the signals for calling
persons to their emergency stations
and for abandoning the pumping plat-
form complex.

§150.555 How must cranes be main-
tained?
Cranes must be operated, main-
tained, and tested in accordance with
46 CFR part 109, subpart F.

Subpart G—Workplace Safety and
Health

§150.600 What does this subpart do?

This subpart sets safety and health
requirements for the workplace on a
deepwater port.

SAFETY AND HEALTH (GENERAL)

§150.601 What are the safety and
health requirements for the work-
place on a deepwater port?

(a) Bach operator of a deepwater port
must ensure that the port complies
with the requirements of this subpart,
and must ensure that all places of em-
ployment within the port are:

(1) Maintained in compliance with
workplace safety and health regula-
tions of this subpart; and

(2) Free from recognized hazardous
conditions.

(b) Persons responsible for actual op-
erations, including owners, operators,
contractors, and subcontractors must
ensure that those operations subject to
their control are:
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(1) Conducted in compliance with
workplace safety and health regula-
tions of this subpart; and

(2) Free from recognized hazardous
conditions.

(c) The term ‘‘recognized hazardous
conditions,” as used in this subpart,
means conditions that are:

(1) Generally known among persons
in the affected industry as causing, or
likely to cause, death or serious phys-
ical harm to persons exposed to those
conditions; and

(2) Routinely controlled in the af-
fected industry.

§150.602 What occupational awareness
training is required?

(a) Each deepwater port operator
must ensure that all port personnel are
provided with information and training
on recognized hazardous conditions in
their workplace, including, but not
limited to, electrical, mechanical, and
chemical hazards. Specific required
training topics are outlined in
§150.15(w).

(b) As an alternative to compliance
with the specific provisions of this sub-
part, an operator may provide, for
workplace safety and health, the im-
plementation of an approved, port-spe-
cific safety and environmental man-
agement program (SEMP). Operators
should consult with the Commandant
(G-P) in preparing an SEMP. Five cop-
ies of a proposed SEMP must be sub-
mitted to the Commandant for evalua-
tion. The Commandant may consult
with the local Officer in Charge of Ma-
rine Inspection, and will approve the
SEMP if he or she finds that the SEMP
provides at least as much protection of
workplace safety and health as do the
specific provisions of this subpart.

§150.603 What emergency
training is required?

response

The requirements for emergency re-
sponse training must be outlined in the
port operations manual.

§150.604 Who controls access to med-
ical monitoring and exposure
records?

If medical monitoring is performed
or exposure records are maintained by
an employer, the owner, operator, or
person in charge must establish proce-

§150.608

dures for access to these records by
personnel.

§150.605 What are the procedures for
reporting a possible workplace safe-
ty or health violation at a deep-
water port?

Any person may notify the Officer in
Charge of Marine Inspection verbally
or in writing of:

(a) A possible violation of a regula-
tion in this part; or

(b) A hazardous or unsafe working
condition on any deepwater port.

§150.606 After learning of a possible
violation, what does the Officer in
Charge of Marine Inspection do?

After reviewing the information re-
ceived under §150.605 of this part, and
conducting any necessary investiga-
tion, the OCMI notifies the owner or
operator of any deficiency or hazard
and initiates enforcement measures as
the circumstances warrant. The iden-
tity of any person making a report of a
violation will remain confidential, ex-
cept to the extent necessary for the
performance of official duties or as
agreed to by the person.

GENERAL WORKPLACE CONDITIONS

§150.607 What are the general safe
working requirements?

(a) All equipment, including machin-
ery, cranes, derricks, portable power
tools, and, most importantly, safety
gear must be used in a safe manner and
in accordance with the manufacturer’s
recommended practice, unless other-
wise stated in this subchapter.

(b) All machinery and equipment
must be maintained in proper working
order or removed.

PERSONAL PROTECTIVE EQUIPMENT

§150.608 Who is responsible for ensur-
ing that the personnel use or wear
protective equipment and are
trained in its use?

(a) Each deepwater port operator
must ensure that all personnel wear
personal protective equipment when
within designated work areas.

(b) Each deepwater port operator
must ensure that:

(1) All personnel engaged in the oper-
ation are trained in the proper use,
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